


C LEANING  I NS T RU CT IONS  FOR   
“P ERL ”  500 SERIES  F AU C E T

Cleaning:

Before using your new  “Perl”  faucet, clean the faucet as you would for 
regular cleaning (see cleaning instructions below). This will ensure 
that the faucet is clear of any materials that may be present from 
the manufacturing process. This faucet will fit all standard North 
American shanks.

We recommend that the faucet be cleaned when the beer system is 
cleaned. Regular cleaning of the faucet is extremely important. The 
faucet can be cleaned ‘in place’ by simply pumping your cleaning 
solution through your beer system and beer faucet (no need to 
remove faucet). The faucet is designed with a floating O-ring seal so 
the cleaning chemicals can flow completely around this area without 
removing the faucet.

If your specific cleaning procedure requires removing the faucet 
from the dispensing head, soak the faucets in cleaning solution for 
five minutes. Use a faucet brush inside the spout, then brush out 
from the back of the faucet (there is no need to take the handle lever 
assembly apart). Rinse with clean water and install back on the 
dispensing head.

I NS T RU CT IONS  FOR  D ISASSEMBLING  AN D ASSEMBLING  
“P ERL ”  500 SERIES  F AU C E T

Follow these instructions if you need to take the faucet apart to 
replace worn O-rings or the bearing cup.

1)  Submerge the faucet in warm water before removing the 
faucet handle lever (5) . This will allow the handle and lever to 
easily slip out from the body.

2)  To remove the handle lever (5)  from the faucet body, first 
remove the handle jacket (8) , the bonnet (7) , the upper  
O-ring (2a).  

3)  As the handle lever (5) and bearing cup  (6)  is lifted, lift 
upward and push back to remove.

4)  Use a small flat screwdriver from the bonnet (7)  end to 
remove or insert O-ring (2)  and O-ring seat (3) .

5)  To assemble the faucet, first ensure that the O-ring (2)  and 
O- ring seat (3)  are in place. The O-ring seat (3)  should be 

freely moving in its groove. Insert the handle lever (5) , then 
place the bearing cup  (6)  so that it sits in the grooved opening 
on the top of the faucet body. Compress handle lever (5)  by 
pushing down. Hand tighten the bonnet (7)  onto the faucet 
body, then screw down the handle jacket (8) .

Note: O-rings (2 & 2a)  are the same part. If the O-ring (2a)  in the 
bonnet groove becomes worn, you may exchange it with the O-ring 
(2)  in the bearing cup.

Item # Description Replacement
Part Number

#1 Faucet Body — 
#2/2a O-Ring 425-8

#3 O-Ring 43838
#4 Coupling Gasket 308-3-2P
#5 Handle Lever 68157-1
#5 Handle Lever w/Push-Back Creamer Feature 67030A
#6 Bearing Cup 67382-1
#7 Bonnet 43835-2
#8 Handle Jacket 408A-16
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